
Illinois Tollway Standard Drawing Revisions

Section H Roadway Lighting
Standard Modification Summary Effective: 03-01-2025

This set of standard drawings has been converted from v8i to OpenRoads.

H1-13 LIGHT STANDARD FOUNDATION
Sheet 1 Added Note 12 indicating the soil conditions used for foundation design.

Sheet 3 Corrected d(E) bar length to provide appropriate concrete cover.

H7-04 EXTERIOR CONTROL CONSOLE FOUNDATION DETAIL
Sheet 2 Revised the type B control console foundation.
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FOUNDATION
LIGHT STANDARD 

LIGHT STANDARD FOUNDATION DETAILS - HELIX

(GROUND MOUNTED UNITS)
NOTE:

SEE SHEET 1 OF THIS SERIES FOR NOTES.
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HELIX FOUNDATION

EXOTHERMIC WELD

NOTE 1

GROUNDING LUG

GROUND WIRE BOLTED TO T-BASE

1/C NO.2 BARE TINNED COPPER

(SEE STANDARD H4)

AS INDICATED ON PLANS

UNIT DUCT WITH CONDUCTORS

(TYP.)

FINISHED GRADE

GRADED AGGREGATE PAD,

MOUNTED UNITS.

DETAILS FOR STANDARD GROUND

HARDWARE AND ATTACHMENT

SHEET 2 FOR ADDITIONAL

THIS SHEET. SEE SHEET H2-09

SEE BASE ATTACHMENT DETAIL

ISOMETRIC
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" DIA.x10"8
3

1

3" PITCH

15" DIA. HELIX

WALL THICKNESS (MIN.)

"4
1

" DIA. O.D. x 4
3

10

"x21" SLOTS 180° APART2
1

TWO (2) 3

" DIA. CENTER HOLE32
27

10

15" DIA. BOLT CIRCLE

" DIA. DRILLED HOLES16
1

1

BASE ATTACHMENT DETAIL
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THE BREAKAWAY DEVICE FURNISHED BY THE CONTRACTOR

HEX NUT

LOCK WASHER

FLAT WASHER

HOT DIPPED GALVANIZED

HELIX FOUNDATION MOUNTING PLATE

(4 REQ'D PER FOUNDATION)

WITH HEX HEAD

1" DIAMETER BOLT

CHIEF ENGINEERING OFFICER

APPROVED BY:

03/01/2025

DATE:
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