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Route: Tri-State Tollway (I-294) S.N. Exist: RCP 42" Computed by: EL            Date: 7/20/2017
Section: 4223 S.N. Prop: RCP 42"
County: Cook Waterway: Storm System East of I-294 Checked by: JC            Date: 7/21/2017
Station: 1007+20

Drainage Area = 0.0079  sq. mi Existing Overtopping Elevation: 628.50 ft. @ Sta. 1010+65
5.07 ac Proposed Overtopping Elevation: 627.71 ft. @ Sta. 1010+15

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 15.10 7.70 7.70 624.09 0.00 0.00 624.09 624.09
Design 50 16.10 8.92 8.92 624.51 0.00 0.00 624.51 624.51
Base 100 17.00 9.49 9.49 624.67 0.00 0.00 624.67 624.67
OVT ( E ) > 500 - Yr - - - - - - - -
OVT ( P ) > 500 - Yr - - - - - - - -
Max. Calc. 500 18.00 10.47 10.47 624.79 0.00 0.00 624.79 624.79

10-Year Velocity through Existing Culvert = 1.68 fps
10-Year Velocity through Proposed Culvert = 1.67 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: N/A

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: 42" RCP Culvert Type:
Cell Dimensions (W x H): Cell Dimensions (W x H):

# of span \ cells: # of span \ cells:
Length: Length:

U/S Flowline: U/S Flowline:
D/S Flowline: D/S Flowline:

Skew: Skew:
Low EOP: Low EOP:

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: Dimensions:

Drop: Drop:
Weir Elevation: Weir Elevation:

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

620.62
0

628.5 @ 1010+65 SB SIDE 627.71 @ 1010+15 SB SIDE
0

620.61

MAJOR CULVERT (WC # 2)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)

42" RCP

1
224

621.31 621.31
232

1



Route: Tri-State Tollway (I-294) S.N. Exist: RCP 42" Computed by: EL            Date: 7/20/2017
Section: 4223 S.N. Prop: RCP 42" 
County: Cook Waterway: Storm System East of I-294 Checked by: JC            Date: 7/21/2017
Station: 1007+20

Flood Freq.     Natural H.W.E. (ft)     Existing Headwater 
Elev. (ft)

    Proposed 
Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
U/S Face of Structure U/S Face of Structure Existing Proposed

10 624.09 624.09 624.09 0.00 0.00
Design 50 624.51 624.51 624.51 0.00 0.00
Base 100 624.67 624.67 624.67 0.00 0.00
Max. Calc. 500 624.79 624.79 624.79 0.00 0.00

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
628.50 627.71 10 624.09 624.09 4.41 3.62

50 624.51 624.51 3.99 3.20

Existing Proposed Existing Proposed 100 624.67 624.67 3.83 3.04

1010+65 1010+15 500 624.79 624.79 3.71 2.92

Flood Freq.

Year  Existing Proposed Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 624.09 624.09 621.31 621.31 2.78 2.78 7.70 7.70

Design 50 624.51 624.51 621.31 621.31 3.20 3.20 8.92 8.92
Base 100 624.67 624.67 621.31 621.31 3.36 3.36 9.49 9.49
Max. Calc. 500 624.79 624.79 621.31 621.31 3.48 3.48 10.47 10.47

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50 year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50

‐

year natural high

‐

water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Created Head (ft) @ Approach 
Section

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method 
of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations

Circular Culvert (42") under I-294 (@Station 1007+20)



MAJOR CULVERT (WC # 14)
WATERWAY INFORMATION TABLE

Route: Tri-State Tollway (I-294) S.N. Exist: CMP 54" (HDPE Lined Culvert Opening 40" ) Computed by: SB            Date: 6/27/2017
Section: S.N. Prop: RCP 54"  
County: Cook Waterway: Unnamed ditch tributary to Flagg Creek Checked by: KS            Date: 6/27/2017
Station: 1231+53.

Drainage Area = 0.0671 sq. mi (42.97 acres) Existing Overtopping Elevation: 656.41 ft. @ Sta. 1233+09
Proposed Overtopping Elevation: 658.15 ft. @ Sta. 1233+00

    Flood    Frequency Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 17 2 1 631.1 1.0 0.9 632.1 632.0
Design 50 35 9 12 633.2 0.6 0.2 633.9 633.5
Base 100 43 9 16 634.1 1.0 0.3 635.1 634.4
OVT ( E ) > 500 - Yr
OVT ( P ) > 500 - Yr
Max. Calc. 500 80 9 16 635.3 3.8 1.4 639.1 636.7

10-Year Velocity through Existing Culvert = 5.54 fps
10-Year Velocity through Proposed Culvert = 5.18 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: N/A

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: CMP Circular Culvert Culvert Type: RCP Circular Culvert
Cell Dimensions (W x H): Dia 54" (Lined Culvert Opening 40" ) Cell Dimensions (W x H): Dia 54"

# of span \ cells: 1 # of span \ cells: 1
Length: 305' Length: 321'

U/S Flowline: 630.15 U/S Flowline: 630.23

D/S Flowline: 628.72 D/S Flowline: 628.72
Skew: 5˚ Skew: 5˚

Low EOP: 656.41 Low EOP: 658.15

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: N/A Dimensions: N/A

Drop: N/A Drop: N/A
Weir Elevation: N/A Weir Elevation: N/A

NOTES:
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Circular Culvert (54") under I-294 (@Station 1239+52)

Route: Tri-State Tollway (I-294) S.N. Exist: 54" CMP (HDPE Lined Culvert, Opening - 40") Computed by: SB            Date: 6/27/2017
Section: S.N. Prop: 54" RCP
County: Cook Waterway: Unnamed ditch tributary to Flagg Creek Checked by: KS            Date: 6/27/2017
Station: 1239+52.

Flood Freq.     Natural H.W.E. (ft)
    Existing Headwater 

Elev. (ft)
    Proposed 

Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
Sta. 453

U/S Face of Structure U/S Face of Structure
Existing Proposed

10 631.99 632.07 632.02 0.08 0.03
Design 50 633.93 634.15 634.00 0.22 0.07
Base 100 634.76 635.06 634.86 0.30 0.10
Max. Calc. 500 636.01 636.80 636.27 0.79 0.26

Freq.

Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed

653.50 654.16 NA NA 10 632.07 632.02 21.43 22.14 NA NA
50 634.15 634.00 19.35 20.16 NA NA

Existing Proposed Existing Proposed 100 635.06 634.86 18.44 19.30 NA NA

1238+02 1238+00 NA NA 500 636.80 636.27 16.70 17.89 NA NA

Flood Freq.

Year  Existing @ 453  Proposed @ 453 Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 631.99 631.99 628.04 628.27 3.95 3.72 54" (Opening - 40") 54" 8.70 15.90

Design 50 633.93 633.93 628.04 628.27 5.89 5.66 54" (Opening - 40") 54" 8.70 15.90
Base 100 634.76 634.76 628.04 628.27 6.72 6.49 54" (Opening - 40") 54" 8.70 15.90
Max. Calc. 500 636.01 636.01 628.04 628.27 7.97 7.74 54" (Opening - 40") 54" 8.70 15.90

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Circular Culvert Dia. (inch) Opening Area (ft2)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS (WC # 15)

Created Head Calculations

    Created Head Elev. (ft) 

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method of calcuating crea
ted head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations
Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)



Route: Tri-State Tollway (I-294) S.N. Exist: BN 243 (NB) & BN 244 (SB) Computed by: KS            Date: 5/2/2017
Section: North of BNSF RR S.N. Prop: BN 243 (NB) & BN 244 (SB)
County: Cook Waterway: Flagg Creek Checked by: SH            Date: 5/2/2017
Station: 1257+00

Drainage Area = 13.969 sq. mi Existing Overtopping Elevation: 642.47 @ Sta. 1264+00
Proposed Overtopping Elevation: 642.33 @ Sta. 1264+00

    Flood Event    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

10 1073.1 600.53 621.40 633.48 0.41 0.35 633.89 633.83
Design 50 1833.1 845.98 872.51 635.72 0.45 0.38 636.17 636.10
Base 100 2236.5 920.88 949.27 636.34 0.46 0.40 636.80 636.74
Scour Design Check
Overtop Existing > 500 - Yr
Overtop Proposed > 500 - Yr
Max. Calc. 500 3226.9 1064.60 1091.20 637.43 0.49 0.41 637.92 637.84

10-Year Velocity through Existing Bridge = 1.79 fps
10-Year Velocity through Proposed Bridge = 1.73 fps

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: 637.41 (October 1954)

SCOPE OF WORK:
EXISTING STRUCTURE PROPOSED STRUCTURE

TYPE: 2-span PCC girder bridge TYPE: - Single span PCC girder bridge
LENGTH: 163'-3" (Bk. To Bk. of Abutments) LENGTH: - 123'-8" (Bk. To Bk. of Abutments)
# SPANS: 2 # SPANS: - 1

LOW BEAM: 642.91 LOW BEAM: - 640.61
SKEW: 30° SKEW: - 30°

LOW EOP: 642.47 LOW EOP: - 642.33

NOTES: Existing and proposed bridge meet Tollway's freeboard and clearance criteria. 
Proposed Structure (Alternative 8R) Details are preliminary. Subject to Refinement in TSL stage.

BRIDGE (WC # 16)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)



I-294 Bridge over the Flagg Creek (@Station 1257+00)

Route: Tri-State Tollway (I-294) S.N. Exist: BN 243 (NB) & BN 244 (SB) Computed by: KS            Date: 5/2/2017
Section: North of BNSF RR S.N. Prop: BN 243 (NB) & BN 244 (SB)
County: Cook Waterway: Flagg Creek Checked by: SH            Date: 5/2/2017
Station: 1257+00

Flood Freq.

Year
U/S Face of 
Structure
@ 23305.6

Approach 
section U/S
@ 23365.6

U/S Face of 
Structure
@ 23305.6

Approach section U/S
@ 23365.6

U/S Face of 
Structure
@ 23305.6

Approach 
section U/S
@ 23365.6

Existing Proposed

10 633.48 633.49 633.89 633.90 633.83 633.84 0.41 0.35
Design 50 635.72 635.74 636.17 636.19 636.10 636.12 0.45 0.38
Base 100 636.34 636.36 636.80 636.82 636.74 636.76 0.46 0.40
Max. Calc. 500 637.43 637.46 637.92 637.95 637.84 637.87 0.49 0.41

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
642.47 642.33 642.91 640.61 10 633.89 633.83 8.58 8.50 9.02 6.78

50 636.17 636.10 6.30 6.23 6.74 4.51

Existing Proposed Existing Proposed 100 636.80 636.74 5.67 5.59 6.11 3.87

1264+00 1264+00 1257+00 1257+00 500 637.92 637.84 4.55 4.49 4.99 2.77

Flood Freq.

Year Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 633.48 633.48 624.12 624.12 9.36 9.36 600.53 621.40

Design 50 635.72 635.72 624.12 624.12 11.60 11.60 845.98 872.51
Base 100 636.34 636.34 624.12 624.12 12.22 12.22 920.88 949.27
Max. Calc. 500 637.43 637.43 624.12 624.12 13.31 13.31 1064.60 1091.20

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Natural H.W.E. (ft)     Existing Headwater Elev. (ft)     Proposed Headwater Elev. (ft)     Created Head (ft) @ 
Approach Section

(1) The natural highwater elevation is the water surface elevation at the upstream end of the crossing, as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the approach section, and not at the U/S face of the bridge/culvert. The difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  
This method of calcuating created head is only required for bridges and some major culvert crossings. Also, the preferred created head should never be negative. Headwater elevations = The natural 
highwater elevation + the created head.

Freeboard and Clearance Calculations
Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations
    Natural H.W.E. (ft) - U/S Face 

of Structure Stream Bottom Elev. Depth of Water **Opening Area (ft2)

** 'Proposed structure waterway opening is larger 
than existing due to absense of pier.

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area 
of the box culvert or circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.



Natural Exist Prop (No Pier, 
Single Span)

X-sect WSE WSE WSE
24186.93 633.85 634.21 634.15 0.36 0.30 -0.06
23915.05 633.69 634.07 634.01 0.38 0.32 -0.06
23864.58 633.69 634.07 634.01 0.38 0.32 -0.06
23606.53 633.58 633.98 633.92 0.40 0.34 -0.06
23476.6 633.55 633.95 633.88 0.40 0.33 -0.07
23365.6 633.49 633.90 633.84 0.41 0.35 -0.06
23305.6 633.48 633.89 633.82 0.41 0.34 -0.07

23201.92/Bridge

Natural Exist Prop (No Pier, 
Single Span)

X-sect WSE WSE WSE
24186.93 636.17 636.55 636.49 0.38 0.32 -0.06
23915.05 636.01 636.42 636.36 0.41 0.35 -0.06
23864.58 636.00 636.41 636.34 0.41 0.34 -0.07
23606.53 635.86 636.30 636.23 0.44 0.37 -0.07
23476.6 635.80 636.25 636.18 0.45 0.38 -0.07
23365.6 635.74 636.19 636.12 0.45 0.38 -0.07
23305.6 635.72 636.18 636.11 0.46 0.39 -0.07

23201.92/Bridge

Natural Exist Prop (No Pier, 
Single Span)

X-sect WSE WSE WSE
24186.93 636.84 637.22 637.16 0.38 0.32 -0.06
23915.05 636.67 637.07 637.02 0.40 0.35 -0.05
23864.58 636.65 637.06 637.00 0.41 0.35 -0.06
23606.53 636.50 636.94 636.88 0.44 0.38 -0.06
23476.6 636.44 636.89 636.82 0.45 0.38 -0.07
23365.6 636.36 636.82 636.76 0.46 0.40 -0.06
23305.6 636.34 636.81 636.74 0.47 0.40 -0.07

23201.92/Bridge

Natural Exist Prop (No Pier, 
Single Span)

X-sect WSE WSE WSE
24186.93 638.06 638.44 638.38 0.38 0.32 -0.06
23915.05 637.86 638.28 638.21 0.42 0.35 -0.07
23864.58 637.85 638.27 638.20 0.42 0.35 -0.07
23606.53 637.65 638.11 638.03 0.46 0.38 -0.08
23476.6 637.57 638.04 637.96 0.47 0.39 -0.08
23365.6 637.46 637.95 637.87 0.49 0.41 -0.08
23305.6 637.43 637.92 637.84 0.49 0.41 -0.08

23201.92/Bridge

Prop - Nat PR WSE - EX 
WSE

WSEL Summary Table - Created Head Calculations WC16
10-Year

Exist - Nat Prop - Nat PR WSE - EX 
WSE

500-Year

Exist - Nat Prop - Nat PR WSE - EX 
WSE

50-Year

Exist - Nat Prop - Nat PR WSE - EX 
WSE

100-Year

Exist - Nat



Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 2-10' X 5' Computed by: KS            Date: 12/14/2017
Section: S.N. Prop: RCBC 2-10' X 5'
County: Cook Waterway: Plainfield Road Ditch Checked by: SLH            Date: 12/14/2017
Station: 1279+66

Drainage Area = 1.69 sq. mi Existing Overtopping Elevation: 643.64 ft. @ Sta. 1279+88
Proposed Overtopping Elevation: 645.98 ft. @ Sta. 1279+00

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 197 30 37 637.8 0.2 0.0 638.0 637.8
Design 50 310 40 52 638.5 0.3 0.0 638.9 638.5
Base 100 367 44 58 638.9 0.4 0.0 639.3 638.9
OVT ( E ) > 500 - Yr
OVT ( P ) > 500 - Yr
Max. Calc. 500 510 57 74 639.6 0.7 0.0 640.3 639.7

10-Year Velocity through Existing Culvert = 6.8 fps
10-Year Velocity through Proposed Culvert = 6.8 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: 639.7 (October 1954)

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: Concrete Box Culvert Culvert Type: Concrete Box Culvert (extension)
Cell Dimensions (W x H): Double 10' (W) x 5' (H) Cell Dimensions (W x H): Double 10' (W) x 5' (H)

# of span \ cells: 2 # of span \ cells: 2
Length: 462.33' Length: 491.33'

U/S Flowline: 635.65 U/S Flowline: 635.93
D/S Flowline: 631.18 D/S Flowline: 631.18

Skew: Skew:
Low EOP: 643.64 Low EOP: 645.98

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: n/a Dimensions: n/a

Drop: n/a Drop: n/a
Weir Elevation: n/a Weir Elevation: n/a

NOTES: Proposed Structure (Alt 8R) Details are preliminary. Subject to Refinement in TSL stage.

MAJOR CULVERT (WC # 17)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)



Double Box Culvert (10' x 5') under I-294 (@Station 1279+66)

Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 2-10' X 5' Computed by: KS            Date: 12/14/2017
Section: S.N. Prop: RCBC 2-10' X 5'
County: Cook Waterway: Plainfield Road Ditch Checked by: SLH            Date: 12/14/2017
Station: 1279+66

Flood Freq.     Natural H.W.E. (1) 

(ft)
    Existing 

Headwater Elev. (ft)
    Proposed 

Headwater Elev. (ft)

Year
U/S Face of structure

Sta. 537.79

U/S Face of 
Structure

U/S Face of Structure
Existing Proposed

10 637.76 637.97 637.81 0.21 0.05
Design 50 638.51 638.85 638.54 0.34 0.03
Base 100 638.85 639.25 638.87 0.40 0.02
Max. Calc. 500 639.62 640.29 639.65 0.67 0.03

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
643.64 645.98 NA NA 10 637.97 637.81 5.67 8.17 NA NA

50 638.85 638.54 4.79 7.44 NA NA

Existing Proposed Existing Proposed 100 639.25 638.87 4.39 7.11 NA NA

1279+88 1279+00 NA NA 500 640.29 639.65 3.35 6.33 NA NA

Flood Freq.

Year Existing @ 509 Proposed @ 537.79 Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 637.16 637.76 635.65 635.93 1.51 1.83 2- 10' (W) x 5' (H) 2- 10' (W) x 5' (H) 30.20 36.60

Design 50 637.64 638.51 635.65 635.93 1.99 2.58 2- 10' (W) x 5' (H) 2- 10' (W) x 5' (H) 39.80 51.60
Base 100 637.87 638.85 635.65 635.93 2.22 2.92 2- 10' (W) x 5' (H) 2- 10' (W) x 5' (H) 44.40 58.40
Max. Calc. 500 638.51 639.62 635.65 635.93 2.86 3.69 2- 10' (W) x 5' (H) 2- 10' (W) x 5' (H) 57.20 73.80

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations
    Natural H.W.E. (ft) - U/S Face of 

Structure
U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This metho
d of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations
Low EOP Elevation (ft) Low Beam Elevation (ft)

    Created Head Elev. (ft) 

    Headwater Elev. (ft) Freeboard (ft) Clearance (ft)



Natural Exist Prop
X-sect WSE WSE WSE

739 642.51 642.51 642.51 0.00 0.00 0.00
700 642.52 642.52 642.52 0.00 0.00 0.00
675 642.52 642.52 642.52 0.00 0.00 0.00
650 642.52 642.52 642.52 0.00 0.00 0.00
625 642.52 642.52 642.52 0.00 0.00 0.00

603.4 642.52 642.52 642.52 0.00 0.00 0.00
598.75 638.53 638.53 638.53 0.00 0.00 0.00

588.026* 638.25 638.25 638.25 0.00 0.00 0.00
577.303* 638.19 638.19 638.19 0.00 0.00 0.00
566.58 637.68 637.92 637.98 0.24 0.30 0.06

556.983* 637.72 637.95 638.02 0.23 0.30 0.07
547.386* 637.75 637.96 638.02 0.21 0.27 0.06
537.79* 637.76 637.97 637.81 0.21 0.05 -0.16
528.193 637.78 637.98 0.20
518.596 637.78 637.99 0.21

509 637.16 637.71 0.55
385.75/culvert

Natural Exist Prop
X-sect WSE WSE WSE

739 643.01 643.01 643.01 0.00 0.00 0.00
700 643.04 643.04 643.04 0.00 0.00 0.00
675 643.04 643.04 643.04 0.00 0.00 0.00
650 643.04 643.04 643.04 0.00 0.00 0.00
625 643.04 643.04 643.04 0.00 0.00 0.00

603.4 643.04 643.04 643.04 0.00 0.00 0.00
598.75 638.78 638.78 638.78 0.00 0.00 0.00

588.026* 638.77 638.77 638.77 0.00 0.00 0.00
577.303* 638.49 638.89 638.89 0.40 0.40 0.00
566.58 638.45 638.81 638.81 0.36 0.36 0.00

556.983* 638.48 638.83 638.84 0.35 0.36 0.01
547.386* 638.49 638.84 638.84 0.35 0.35 0.00
537.79* 638.51 638.85 638.54 0.34 0.03 -0.31
528.193 638.52 638.86 0.34
518.596 638.53 638.86 0.33

509 637.64 638.49 0.85
385.75/culvert

Natural Exist Prop
X-sect WSE WSE WSE

739 643.21 643.21 643.21 0.00 0.00 0.00
700 643.25 643.26 643.25 0.01 0.00 -0.01
675 643.25 643.26 643.25 0.01 0.00 -0.01
650 643.25 643.26 643.25 0.01 0.00 -0.01
625 643.25 643.25 643.25 0.00 0.00 0.00

603.4 643.25 643.25 643.25 0.00 0.00 0.00
598.75 638.97 638.97 638.97 0.00 0.00 0.00

588.026* 638.96 639.00 638.96 0.04 0.00 -0.04
577.303* 638.92 639.33 639.30 0.41 0.38 -0.03
566.58 638.79 639.22 639.19 0.43 0.40 -0.03

556.983* 638.82 639.23 639.22 0.41 0.40 -0.01
547.386* 638.83 639.24 639.22 0.41 0.39 -0.02
537.79* 638.85 639.25 638.87 0.40 0.02 -0.38
528.193 638.86 639.26 0.40
518.596 638.86 639.26 0.40

509 637.87 638.85 0.98
385.75/culvert

50-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE

100-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE

WSEL Summary Table - Created Head Calculations WC17
10-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE



Natural Exist Prop
X-sect WSE WSE WSE

739 643.51 643.54 643.53 0.03 0.02 -0.01
700 643.59 643.62 643.61 0.03 0.02 -0.01
675 643.59 643.62 643.61 0.03 0.02 -0.01
650 643.59 643.62 643.61 0.03 0.02 -0.01
625 643.59 643.62 643.60 0.03 0.01 -0.02

603.4 643.58 643.61 643.60 0.03 0.02 -0.01
598.75 639.48 640.25 640.04 0.77 0.56 -0.21

588.026* 639.45 640.30 640.10 0.85 0.65 -0.20
577.303* 639.78 640.39 640.22 0.61 0.44 -0.17
566.58 639.58 640.27 640.09 0.69 0.51 -0.18

556.983* 639.60 640.28 640.10 0.68 0.50 -0.18
547.386* 639.61 640.29 640.1 0.68 0.49 -0.19
537.79* 639.62 640.29 639.65 0.67 0.03 -0.64
528.193 639.63 640.29 0.66
518.596 639.64 640.30 0.66

509 638.51 639.82 1.31
385.75/culvert

500-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE



Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 3-15' X 5' Computed by: KS            Date: 12/14/2017
Section: S.N. Prop: RCBC 3-15' X 5'
County: Cook Waterway: 63rd St. Ditch Checked by: SLH            Date: 12/14/2017
Station: 1306+54

Drainage Area = 5.38 sq. mi Existing Overtopping Elevation: 644.91 ft. @ Sta. 1307+66
Proposed Overtopping Elevation: 643.57 ft. @ Sta. 1312+00

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 272 40 40 637.4 0.6 0.6 638.0 638.0
Design 50 447 91 90 638.5 0.3 0.3 638.8 638.8
Base 100 547 132 131 639.4 0.1 0.1 639.5 639.5
OVT ( E ) > 500 - Yr
OVT ( P ) > 500 - Yr
Max. Calc. 500 893 212 212 641.2 0.2 0.2 641.4 641.4

10-Year Velocity through Existing Culvert = 5.79 fps
10-Year Velocity through Proposed Culvert = 5.79 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: 641.5 (October 1954)

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: Concrete Box Culvert Culvert Type: Concrete Box Culvert  (extension)
Cell Dimensions (W x H): Triple 15' (W) x 5' (H) Cell Dimensions (W x H): Triple 15' (W) x 5' (H)

# of span \ cells: 3 # of span \ cells: 3
Length: 233.5' Length: 291.92'

U/S Flowline: 636.5 U/S Flowline: 636.52

D/S Flowline: 635.51 D/S Flowline: 635.27
Skew: no Skew: no

Low EOP: 644.91 Low EOP: 643.57

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: n/a Dimensions: n/a

Drop: n/a Drop: n/a
Weir Elevation: n/a Weir Elevation: n/a

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

MAJOR CULVERT (WC # 18)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)



Triple Box Culvert (15' x 5') under I-294 (@Station 1306+50)

Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 3-15' X 5' Computed by: KS            Date: 12/14/2017
Section: S.N. Prop: RCBC 3-15' X 5'
County: Cook Waterway: 63rd St. Ditch Checked by: SLH            Date: 12/14/2017
Station: 1306+54

Flood Freq.     Natural H.W.E. (1) (ft)
    Existing Headwater 

Elev. (ft)
    Proposed 

Headwater Elev. (ft)

Year
U/S Face of structure

Sta. 530
U/S Face of Structure U/S Face of Structure

Existing Proposed

10 637.40 637.95 637.97 0.55 0.57
Design 50 638.52 638.78 638.80 0.26 0.28
Base 100 639.44 639.54 639.54 0.10 0.10
Max. Calc. 500 641.22 641.39 641.42 0.17 0.20

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
644.91 643.57 NA NA 10 637.95 637.97 6.96 5.60 NA NA

50 638.78 638.80 6.13 4.77 NA NA

Existing Proposed Existing Proposed 100 639.54 639.54 5.37 4.03 NA NA

1307+66 1312+00 NA NA 500 641.39 641.42 3.52 2.15 NA NA

Flood Freq.

Year Existing @ 530 Proposed @ 530 Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 637.40 637.40 636.50 636.52 0.90 0.88 3- 15' (W) x 5' (H) 3- 15' (W) x 5' (H) 40 40

Design 50 638.52 638.52 636.50 636.52 2.02 2.00 3- 15' (W) x 5' (H) 3- 15' (W) x 5' (H) 91 90
Base 100 639.44 639.44 636.50 636.52 2.94 2.92 3- 15' (W) x 5' (H) 3- 15' (W) x 5' (H) 132 131
Max. Calc. 500 641.22 641.22 636.50 636.52 4.72 4.70 3- 15' (W) x 5' (H) 3- 15' (W) x 5' (H) 212 212

Waterway Opening Area Calculations

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Opening Area (ft2)

Freeboard (ft) Clearance (ft)

    Created Head Elev. (ft) 

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Calculated Created Head

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This met
hod of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations
Low EOP Elevation (ft) (3) Low Beam Elevation (ft)     Headwater Elev. (ft)

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft)



Natural Exist Prop
X-sect WSE WSE WSE

776 639.37 639.37 639.37 0.00 0.00 0.00
726.75 639.00 639.00 639.00 0.00 0.00 0.00
677.5 638.61 638.61 638.61 0.00 0.00 0.00
628.25 638.22 638.27 638.28 0.05 0.06 0.01

579 637.93 638.12 638.13 0.19 0.20 0.01
569 637.66 638.08 638.10 0.42 0.44 0.02
540 637.47 638.07 638.1 0.60 0.63 0.03
530 637.40 637.95 637.97 0.55 0.57 0.02

412/culvert

Natural Exist Prop
X-sect WSE WSE WSE

776 639.66 639.66 639.66 0.00 0.00 0.00
726.75 639.33 639.36 639.37 0.03 0.04 0.01
677.5 638.96 639.13 639.14 0.17 0.18 0.01
628.25 638.70 639.01 639.03 0.31 0.33 0.02

579 638.58 638.96 638.98 0.38 0.40 0.02
569 638.54 638.95 638.97 0.41 0.43 0.02
540 638.53 638.93 638.95 0.40 0.42 0.02
530 638.52 638.78 638.8 0.26 0.28 0.02

412/culvert

Natural Exist Prop
X-sect WSE WSE WSE

776 639.84 639.92 639.93 0.08 0.09 0.01
726.75 639.69 639.84 639.84 0.15 0.15 0.00
677.5 639.58 639.77 639.77 0.19 0.19 0.00
628.25 639.52 639.73 639.73 0.21 0.21 0.00

579 639.49 639.71 639.71 0.22 0.22 0.00
569 639.48 639.70 639.70 0.22 0.22 0.00
540 639.45 639.67 639.67 0.22 0.22 0.00
530 639.44 639.54 639.54 0.10 0.10 0.00

412/culvert

Natural Exist Prop
X-sect WSE WSE WSE

776 641.27 641.57 641.60 0.30 0.33 0.03
726.75 641.31 641.61 641.64 0.30 0.33 0.03
677.5 641.29 641.60 641.63 0.31 0.34 0.03
628.25 641.28 641.59 641.62 0.31 0.34 0.03

579 641.28 641.59 641.62 0.31 0.34 0.03
569 641.27 641.59 641.62 0.32 0.35 0.03
540 641.22 641.54 641.57 0.32 0.35 0.03
530 641.22 641.39 641.42 0.17 0.20 0.03

412/culvert

50-Year

100-Year

500-Year

PR WSE - EX WSE

10-Year
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Prop - Nat

Exist - Nat Prop - Nat

Exist - Nat

Exist - Nat Prop - Nat

Exist - Nat

PR WSE - EX WSE

Prop - Nat
PR WSE - EX WSE

PR WSE - EX WSE



Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 7' X 5' Computed by: MRK            Date: 6/27/2017
Section: S.N. Prop: RCBC 7' X 5'
County: Cook Waterway: Unnamed ditch tributary to Flagg Creek Checked by: KS            Date: 6/27/2017
Station: 1338+54

Drainage Area = 0.0235 sq. mi (150.43 acres) Existing Overtopping Elevation: 648.20 ft. @ Sta. 1336+92
Proposed Overtopping Elevation: 649.1 ft. @ Sta. 1337+00

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 55 3 3 640.2 1.6 1.6 641.8 641.8
Design 50 83 4 4 640.4 1.6 1.6 642.1 642.1
Base 100 100 5 5 640.5 1.9 1.9 642.4 642.4
OVT ( E ) > 500 - Yr
OVT ( P ) > 500 - Yr
Max. Calc. 500 175 23 23 643.1 0.9 0.9 643.9 643.9

10-Year Velocity through Existing Culvert = 6.31 fps
10-Year Velocity through Proposed Culvert = 6.31 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: 643.3 (October 1954)

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: Concrete Box Culvert Culvert Type: Concrete Box Culvert 
Cell Dimensions (W x H): 7' (W) x 5' (H) Cell Dimensions (W x H): 7' (W) x 5' (H)

# of span \ cells: 1 # of span \ cells: 1
Length: 388' Length: 388'

U/S Flowline: 639.83 U/S Flowline: 639.83
D/S Flowline: 637.50 D/S Flowline: 637.50

Skew: no Skew: no
Low EOP: 648.20 Low EOP: 649.1

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: n/a Dimensions: n/a

Drop: n/a Drop: n/a
Weir Elevation: n/a Weir Elevation: n/a

NOTES:

MAJOR CULVERT (WC # 20)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)



Box Culvert (7' x 5') under I-294 (@Station 1338+54)

Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 7' X 5' Computed by: MRK            Date: 6/27/2017
Section: S.N. Prop: RCBC 7' X 5'
County: Cook Waterway: Unnamed ditch tributary to Flagg Creek Checked by: KS            Date: 6/27/2017
Station: 1338+54

Flood Freq.     Natural H.W.E. (ft)
    Existing Headwater 

Elev. (ft)
    Proposed 

Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
Sta. 469

U/S Face of Structure U/S Face of Structure
Existing Proposed

10 640.21 641.81 641.81 1.60 1.60
Design 50 640.40 642.05 642.05 1.65 1.65
Base 100 640.50 642.35 642.35 1.85 1.85
Max. Calc. 500 643.08 643.94 643.94 0.86 0.86

Freq.

Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed

648.20 649.1 NA NA 10 641.81 641.81 6.39 7.29 NA NA
50 642.05 642.05 6.15 7.05 NA NA

Existing Proposed Existing Proposed 100 642.35 642.35 5.85 6.75 NA NA

1336+92 1337+00 NA NA 500 643.94 643.94 4.26 5.16 NA NA

Flood Freq.

Year  Existing @ 469  Proposed @ 469 Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 640.21 640.21 639.83 639.83 0.38 0.38 7' (W) x 5' (H) 7' (W) x 5' (H) 2.66 2.66

Design 50 640.40 640.40 639.83 639.83 0.57 0.57 7' (W) x 5' (H) 7' (W) x 5' (H) 3.99 3.99
Base 100 640.50 640.50 639.83 639.83 0.67 0.67 7' (W) x 5' (H) 7' (W) x 5' (H) 4.69 4.69
Max. Calc. 500 643.08 643.08 639.83 639.83 3.25 3.25 7' (W) x 5' (H) 7' (W) x 5' (H) 22.75 22.75

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Created Head Elev. (ft) 

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This meth
od of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations
Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)



Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 8' X 8' Computed by: MRK            Date: 6/27/2017
Section: S.N. Prop: RCBC 8' X 8'
County: Cook Waterway: Unnamed ditch tributary to Flagg Creek Checked by: KS            Date: 6/27/2017
Station: 1386+54

Drainage Area = 0.72 sq. mi Existing Overtopping Elevation: 646.93 ft. @ Sta. 1388+00
Proposed Overtopping Elevation: 646.97 ft. @ Sta. 1385+50

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 157 44 44 639.7 0.0 0.0 639.4 639.4
Design 50 238 61 61 641.8 0.0 0.0 641.8 641.7
Base 100 284 64 64 642.8 0.4 0.4 643.2 643.2
OVT ( E ) > 500 - Yr
OVT ( P ) > 500 - Yr
Max. Calc. 500 486 64 64 644.9 1.2 1.2 646.1 646.1

10-Year Velocity through Existing Culvert = 3.8 fps
10-Year Velocity through Proposed Culvert = 3.8 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: 644.1 (October 1954)

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: Concrete Box Culvert Culvert Type: Concrete Box Culvert  (extension)
Cell Dimensions (W x H): 8' (W) x 8' (H) Cell Dimensions (W x H): 8' (W) x 8' (H)

# of span \ cells: 1 # of span \ cells: 1
Length: 287' Length: 313'

U/S Flowline: 634.14 U/S Flowline: 634.20
D/S Flowline: 633.18 D/S Flowline: 633.18

Skew: no Skew: no
Low EOP: 646.93 Low EOP: 646.97

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: n/a Dimensions: n/a

Drop: n/a Drop: n/a
Weir Elevation: n/a Weir Elevation: n/a

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

MAJOR CULVERT (WC # 21)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)



Box Culvert (8' x 8') under I-294 (@Station 1386+54)

Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 8' X 8' Computed by: MRK            Date: 6/27/2017
Section: S.N. Prop: RCBC 8' X 8'
County: Cook Waterway: Unnamed ditch tributary to Flagg Creek Checked by: KS            Date: 6/27/2017
Station: 1386+54

Flood Freq.     Natural H.W.E. (ft)     Existing 
Headwater Elev. (ft)

    Proposed 
Headwater Elev. (ft)

Year
U/S Face of 

structure/Approach 
section

U/S Face of Structure U/S Face of Structure Existing Proposed

10 639.65 639.44 639.39 0.00 0.00
Design 50 641.78 641.77 641.67 0.00 0.00
Base 100 642.82 643.24 643.18 0.42 0.36
Max. Calc. 500 644.91 646.07 646.11 1.16 1.20

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
646.93 646.97 NA NA 10 639.44 639.39 7.49 7.58 NA NA

50 641.77 641.67 5.16 5.30 NA NA

Existing Proposed Existing Proposed 100 643.24 643.18 3.69 3.79 NA NA

1388+00 1385+50 NA NA 500 646.07 646.11 0.86 0.86 NA NA

Flood Freq.

Year  Existing @ 802  Proposed @ 829 Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 639.65 639.65 634.14 634.2 5.51 5.45 8' (W) x 8' (H) 8' (W) x 8' (H) 44.08 43.60

Design 50 641.78 641.78 634.14 634.2 7.64 7.58 8' (W) x 8' (H) 8' (W) x 8' (H) 61.12 60.64
Base 100 642.82 642.82 634.14 634.2 8.68 8.62 8' (W) x 8' (H) 8' (W) x 8' (H) 64.00 64.00
Max. Calc. 500 644.91 644.91 634.14 634.2 10.77 10.71 8' (W) x 8' (H) 8' (W) x 8' (H) 64.00 64.00

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Created Head Elev. (ft) 

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This m
ethod of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations
Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)



Route: Tri-State Tollway (I-294) S.N. Exist: CMP_ARCH 7.33' X 11.6' Computed by: SB            Date: 6/27/2017
Section: S.N. Prop: RCBC 12' X 6'
County: Cook Waterway: Unnamed ditch tributary to Flagg Creek Checked by: KS            Date: 6/27/2017
Station: 1386+54, 425' RT

Drainage Area = 0.72 sq. mi Existing Overtopping Elevation: 641.78 ft. @ Sta.
Proposed Overtopping Elevation: 641.78 ft. @ Sta.

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 157 50 50 639.2 0.2 0.1 639.3 639.2
Design 50 238 66 70 641.3 0.4 0.3 641.7 641.5
Base 100 284 66 72 642.4 0.3 0.3 642.7 642.6
OVT ( E ) > 500 - Yr
OVT ( P ) > 500 - Yr
Max. Calc. 500 486 66 72 644.4 0.1 0.1 644.4 644.4

10-Year Velocity through Existing Culvert = 2.6 fps
10-Year Velocity through Proposed Culvert = 2.2 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: 644.1 (October 1954)

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: CMP Arch Culvert Culvert Type: Concrete Box Culvert
Cell Dimensions (W x H): 11.6' (W) x 7.33' (H) Cell Dimensions (W x H): 12' (W) x 6' (H)

# of span \ cells: 1 # of span \ cells: 1
Length: 50' Length: 50'

U/S Flowline: 632.87 U/S Flowline: 632.87
D/S Flowline: 632.86 D/S Flowline: 632.86

Skew: no Skew: no
Low EOP: 641.78 Low EOP: 641.78

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: n/a Dimensions: n/a

Drop: n/a Drop: n/a
Weir Elevation: n/a Weir Elevation: n/a

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

MAJOR CULVERT (CREEK DRIVE CULVERT)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)



Box Culvert (12' x 6') under Creek Drive (@Station 1386+54 RT, 425' RT)

Route: Creek Drive S.N. Exist: CMP_ARCH 7.33' X 11.6' Computed by: SB            Date: 6/27/2017
Section: S.N. Prop: RCBC 12' X 6'
County: Cook Waterway: Unnamed ditch tributary to Flagg Creek Checked by: KS            Date: 6/27/2017
Station: 1386+54, 425' RT

Flood Freq.     Natural H.W.E. (ft)     Existing 
Headwater Elev. (ft)

    Proposed 
Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
Sta. 302

U/S Face of 
Structure U/S Face of Structure Existing Proposed

10 639.15 639.31 639.24 0.16 0.09
Design 50 641.29 641.65 641.54 0.36 0.25
Base 100 642.37 642.70 642.63 0.33 0.26
Max. Calc. 500 644.37 644.44 644.44 0.07 0.07

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
641.78 641.78 NA NA 10 639.31 639.24 2.47 2.54 NA NA

50 641.65 641.54 0.13 0.24 NA NA

Existing Proposed Existing Proposed 100 642.70 642.63 -0.92 -0.85 NA NA

- - NA NA 500 644.44 644.44 -2.66 -2.66 NA NA

Flood Freq.

Year  Existing @ 302  Proposed @ 302 Existing Proposed Existing Proposed Existing (Arch) Proposed (Box) Existing Proposed
10 639.15 639.18 632.87 632.87 6.28 6.31 11.6' (W) x 7.33' (H) 12' (W) x 6' (H) 50.24 50.48

Design 50 641.29 641.58 632.87 632.87 8.42 8.71 11.6' (W) x 7.33' (H) 12' (W) x 6' (H) 66.20 69.68
Base 100 642.37 642.62 632.87 632.87 9.50 9.75 11.6' (W) x 7.33' (H) 12' (W) x 6' (H) 66.20 72.00
Max. Calc. 500 644.37 644.41 632.87 632.87 11.50 11.54 11.6' (W) x 7.33' (H) 12' (W) x 6' (H) 66.20 72.00

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations
    Natural H.W.E. (ft) - U/S Face of 

Structure U/S Invert Elevation (ft) Depth of Water Culvert Size (ft x ft) Opening Area (ft2)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS (WC @ Creek Drive)

Created Head Calculations

    Created Head Elev. (ft) 

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This meth
od of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations
Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)



Natural Exist Prop
X-sect WSE WSE WSE

497 639.24 639.30 639.24 0.06 0.00 -0.06
412 639.27 639.34 639.28 0.07 0.01 -0.06
357 639.23 639.31 639.24 0.08 0.01 -0.07
302 639.15 639.23 639.16 0.08 0.01 -0.07

261/culvert

Natural Exist Prop
X-sect WSE WSE WSE

497 641.33 641.59 641.48 0.26 0.15 -0.11
412 641.42 641.67 641.56 0.25 0.14 -0.11
357 641.39 641.65 641.54 0.26 0.15 -0.11
302 641.29 641.55 641.44 0.26 0.15 -0.11

261/culvert

Natural Exist Prop
X-sect WSE WSE WSE

497 642.29 642.62 642.54 0.33 0.25 -0.08
412 642.40 642.72 642.64 0.32 0.24 -0.08
357 642.38 642.70 642.62 0.32 0.24 -0.08
302 642.37 642.70 642.62 0.33 0.25 -0.08

261/culvert

Natural Exist Prop
X-sect WSE WSE WSE

497 644.17 644.22 644.22 0.05 0.05 0.00
412 644.40 644.45 644.45 0.05 0.05 0.00
357 644.38 644.44 644.43 0.06 0.05 -0.01
302 644.37 644.42 644.42 0.05 0.05 0.00

261/culvert

500-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE

50-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE

100-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE

WSEL Summary Table - Created Head Calculations- Creek Drive Culvert
10-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE



Route: Tri-State Tollway (I-294) S.N. Exist: BN 259  & BN 260 Computed by: KS            Date: 12/20/2017
Section: S.N. Prop: BN 259  & BN 260
County: Cook Waterway: Flagg Creek Checked by: SH            Date: 12/20/2017
Station: 1405+00

Drainage Area = 3.536 sq. mi Existing Overtopping Elevation: 646.48 @ Sta. 1407+50
Proposed Overtopping Elevation: 645.94 @ Sta. 1401+00

    Flood Event    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

10 302.0 281.28 279.51 639.06 0.03 0.00 639.09 639.06
Design 50 520.0 454.09 445.71 641.51 0.02 0.03 641.53 641.54
Base 100 640.0 550.09 519.20 642.59 0.09 0.02 642.68 642.61
Scour Design Check
Overtop Existing > 500 - Yr
Overtop Proposed > 500 - Yr
Max. Calc. 500 945.0 745.86 649.47 644.50 0.01 0.03 644.51 644.53

10-Year Velocity through Existing Bridge = 1.15 fps
10-Year Velocity through Proposed Bridge = 1.08 fps

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: 645.51 (October 1954)

SCOPE OF WORK:
EXISTING STRUCTURE PROPOSED STRUCTURE

TYPE: 3-span 36" PCC girder bridge TYPE: - Single-span 27" PCC girder bridge
LENGTH: 121' (face to face abutments along the girder) LENGTH: - 70' (face to face abutments along the girder)
# SPANS: 3 # SPANS: - 1

LOW BEAM: 642.50 LOW BEAM: - 643.79
SKEW: 45° SKEW: - 45°

LOW EOP: 646.48 LOW EOP: - 645.94

NOTES: - Existing bridge does meet Tollway's freeboard critera but not the clearance criteria.
- Proposed bridge does meet Tollway's freeboard and clearance criteria.
- Proposed Structure (Alternative 8R) Details are preliminary. Subject to Refinement in TSL stage.

BRIDGE (WC # 22)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)



I-294 Bridge over the Flagg Creek (@Station 1405+00)

Route: Tri-State Tollway (I-294) S.N. Exist: BN 259 (IDOT SN 016-9813) & BN 260 (IDOT SN 016-9812) Computed by: KS            Date: 12/20/2017
Section: S.N. Prop: BN 259 (IDOT SN 016-9813) & BN 260 (IDOT SN 016-9812)
County: Cook Waterway: Flagg Creek Checked by: SH            Date: 12/20/2017
Station: 1405+00

Flood Freq.

Year
U/S Face of 
Structure
@ 38526

Approach 
section U/S
@ 38642.07

U/S Face of 
Structure
@ 38526

Approach section U/S
@ 38642.07

U/S Face of 
Structure
@ 38526

Approach section 
U/S

@ 38642.07
Existing Proposed

10 639.06 639.02 639.09 639.05 639.06 639.02 0.03 0.00
Design 50 641.51 641.49 641.53 641.51 641.54 641.52 0.02 0.03
Base 100 642.59 642.57 642.68 642.66 642.61 642.59 0.09 0.02
Max. Calc. 500 644.50 644.47 644.51 644.48 644.53 644.50 0.01 0.03

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
646.48 645.94 642.50 643.68 10 639.09 639.06 7.39 6.88 3.44 4.62

50 641.53 641.54 4.95 4.40 0.99 2.17
Existing Proposed Existing Proposed 100 642.68 642.61 3.80 3.33 -0.09 1.09
1407+50 1401+00 1405+00 1405+00 500 644.51 644.53 1.97 1.41 -2.00 -0.82

Flood Freq.

Year Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 639.06 639.06 632.00 632.00 7.06 7.06 281.28 279.51

Design 50 641.51 641.51 632.00 632.00 9.51 9.51 454.09 445.71
Base 100 642.59 642.59 632.00 632.00 10.59 10.59 550.09 519.20
Max. Calc. 500 644.50 644.50 632.00 632.00 12.50 12.50 745.86 649.47

Bottom width (ft) 45
Full flow (sq ft) 745 (Existing Bridge Open Area)
Full flow (sq ft) 649 (Proposed Bridge Open Area)

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the 
box culvert or circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations
    Natural H.W.E. (ft) @ U/S Face of 

Structure
Stream Bottom Elev. Depth of Water Opening Area (ft2)

(1) The natural highwater elevation is the water surface elevation at the upstream end of the crossing, as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the approach section, and not at the U/S face of the bridge/culvert. The difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method 
of calcuating created head is only required for bridges and some major culvert crossings. Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the 
created head.

Freeboard and Clearance Calculations
Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Natural H.W.E. (ft)     Existing Headwater Elev. (ft)     Proposed Headwater Elev. (ft)
    Created Head (ft) @ Approach 

Section



Natural Exist
Prop (No Pier, 
Single Span)

X-sect WSE WSE WSE
38785.00 639.20 639.22 639.16 0.02 -0.04 -0.06
38726.00 639.19 639.21 639.18 0.02 -0.01 -0.03
38689.80 639.18 639.20 639.18 0.02 0.00 -0.02
38642.07 639.02 639.05 639.02 0.03 0.00 -0.03
38526.00 639.06 639.08 639.05 0.02 -0.01 -0.03

38355/Bridge 38355/Bridge

Natural Exist
Prop (No Pier, 
Single Span)

X-sect WSE WSE WSE
38785.00 641.62 641.64 641.55 0.02 -0.07 -0.09
38726.00 641.61 641.63 641.59 0.02 -0.02 -0.04
38689.80 641.60 641.62 641.59 0.02 -0.01 -0.03
38642.07 641.49 641.51 641.52 0.02 0.03 0.01
38526.00 641.51 641.54 641.52 0.03 0.01 -0.02

38355/Bridge 38355/Bridge

Natural Exist
Prop (No Pier, 
Single Span)

X-sect WSE WSE WSE
38785.00 642.69 642.77 642.60 0.08 -0.09 -0.17
38726.00 642.68 642.76 642.65 0.08 -0.03 -0.11
38689.80 642.67 642.76 642.65 0.09 -0.02 -0.11
38642.07 642.57 642.66 642.59 0.09 0.02 -0.07
38526.00 642.59 642.68 642.59 0.09 0.00 -0.09

38355/Bridge 38355/Bridge

Natural Exist
Prop (No Pier, 
Single Span)

X-sect WSE WSE WSE
38785.00 644.59 644.61 644.45 0.02 -0.14 -0.16
38726.00 644.58 644.60 644.54 0.02 -0.04 -0.06
38689.80 644.57 644.59 644.54 0.02 -0.03 -0.05
38642.07 644.47 644.48 644.50 0.01 0.03 0.02
38526.00 644.50 644.51 644.49 0.01 -0.01 -0.02

38355/Bridge 38355/Bridge

500-Year

Exist - Nat Prop - Nat PR WSE - EX 
WSE

50-Year

Exist - Nat Prop - Nat PR WSE - EX 
WSE

100-Year

Exist - Nat Prop - Nat PR WSE - EX 
WSE

WSEL Summary Table - Created Head Calculations WC22
10-Year

Exist - Nat Prop - Nat PR WSE - EX 
WSE



Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 6' W X 5' H Computed by: KS            Date: 12/14/2017
Section: S.N. Prop: RCBC 14' W X 6' H (with 1' of Embedment)
County: Cook Waterway: Western Spring Ditch (Tributary to Flagg Creek) Checked by: SH            Date: 12/14/2017
Station: 1410+80

Drainage Area = 0.251 sq. mi (160.6 acres) Existing Overtopping Elevation: 646.62 ft. @ Sta. 1410+85
Proposed Overtopping Elevation: 645.59 ft. @ Sta. 1409+94

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 145 15 51 640.4 0.2 0.0 640.5 639.9
Design 50 265 28 70 642.5 0.3 0.0 642.8 642.2
Base 100 317 30 70 643.6 0.9 0.0 644.5 643.4
OVT ( E ) > 500 - Yr
OVT ( P ) < 500 - Yr
Max. Calc. 500 540 30 70 646.1 1.0 0.0 647.1 645.4

10-Year Velocity through Existing Culvert = 6.4 fps
10-Year Velocity through Proposed Culvert = 2.1 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: TBD

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: Reinforced Concrete Box Culvert Culvert Type: Reinforced Concrete Box Culvert
Cell Dimensions (W x H): 6' (W) x 5' (H) Cell Dimensions (W x H): 14' (W) x 6' (H) with 1.0' of Embedment

# of span \ cells: 1 # of span \ cells: 1
Length: 165' Length: 225'

U/S Flowline: 637.22 U/S Flowline: 636.72      (Invert = 635.72)

D/S Flowline: 636.63 D/S Flowline: 635.96      (Invert = 634.96)
Skew: no Skew: no

Low EOP: 646.62 Low EOP: 645.59

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: n/a Dimensions: n/a

Drop: n/a Drop: n/a
Weir Elevation: n/a Weir Elevation: n/a

NOTES: Proposed Structure (Alt 8R) Details are preliminary. Subject to Refinement in TSL stage.

MAJOR CULVERT (WC # 23)
WATERWAY INFORMATION TABLE

Waterway Opening (sq. ft)Discharge
(cfs)

Natural
H.W.E.

   Head   (ft)



Box Culvert (6' x 5') under I-294 (@Station 1410+80)

Route: Tri-State Tollway (I-294) S.N. Exist: RCBC 6' W X 5' H Computed by: KS            Date: 12/14/2017
Section: S.N. Prop: RCBC 14' W X 6' H (with 1' of Embedment)
County: Cook Waterway: Western Spring Ditch (Tributary to Flagg Creek) Checked by: SH            Date: 12/14/2017
Station: 1410+80

Flood Freq.     Natural H.W.E. (ft)
    Existing Headwater 

Elev. (ft)
    Proposed 

Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
Sta. 5000

U/S Face of Structure
U/S Face of Structure Existing Proposed

10 640.35 640.51 639.87 0.16 0.00
Design 50 642.49 642.83 642.19 0.34 0.00
Base 100 643.59 644.46 643.42 0.87 0.00
Max. Calc. 500 646.09 647.07 645.36 0.98 0.00

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
646.62 645.59 NA NA 10 640.51 639.87 6.11 5.72 NA NA

50 642.83 642.19 3.79 3.40 NA NA

Existing Proposed Existing Proposed 100 644.46 643.42 2.16 2.17 NA NA

1410+85 1409+94 NA NA 500 647.07 645.36 -0.45 0.23 NA NA

Flood Freq.

Year  Existing @ 4969 Proposed @ 5000 Existing Proposed Existing Proposed Existing Proposed Existing Proposed

10 639.72 640.35 637.22 636.72 2.50 3.63 6' (W) x 5' (H) 14' (W) x 6' (H) 15.00 50.82
Design 50 641.85 642.49 637.22 636.72 4.63 5.77 6' (W) x 5' (H) 14' (W) x 6' (H) 27.78 70.00
Base 100 642.99 643.59 637.22 636.72 5.77 6.87 6' (W) x 5' (H) 14' (W) x 6' (H) 30.00 70.00
Max. Calc. 500 646.12 646.09 637.22 636.72 8.90 9.37 6' (W) x 5' (H) 14' (W) x 6' (H) 30.00 70.00

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50‐year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50‐year natural high‐water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS (WC # 23)

Created Head Calculations

    Created Head Elev. (ft) 

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method of calcuating 
created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations
Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)



Natural Exist Prop
X-sect WSE WSE WSE

5039 640.72 640.72 640.72 0.00 0.00 0.00
5000 640.35 640.51 639.87 0.16 -0.48 -0.64

4959/culvert

Natural Exist Prop
X-sect WSE WSE WSE

5039 642.47 642.81 642.12 0.34 -0.35 -0.69
5000 642.49 642.83 642.19 0.34 -0.30 -0.64

4959/culvert

Natural Exist Prop
X-sect WSE WSE WSE

5039 643.59 644.46 643.42 0.87 -0.17 -1.04
5000 643.59 644.46 643.42 0.87 -0.17 -1.04

4959/culvert

Natural Exist Prop
X-sect WSE WSE WSE

5039 646.09 647.06 645.44 0.97 -0.65 -1.62
5000 646.09 647.07 645.36 0.98 -0.73 -1.71

4959/culvert

Exist - Nat Prop - Nat
PR WSE - EX WSE

500-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE

WSEL Summary Table - Created Head Calculations WC23
10-Year

Exist - Nat Prop - Nat
PR WSE - EX WSE

Exist - Nat Prop - Nat
PR WSE - EX WSE

50-Year

100-Year



Route: Tri-State Tollway (I-294) S.N. Exist: BN 267 & BN 268 Computed by:            Date: 11/17/2017
Section: 4223 S.N. Prop: TBD
County: Dupage Waterway: Salt Creek Checked by:            Date: 11/17/2014
Station: 1492+50

Drainage Area = 114  sq. mi Existing Overtopping Elevation: 645.36 ft @ Sta. 1471+00
Proposed Overtopping Elevation: 647.84 ft @ Sta. 1476+50.51

    Flood Event    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

10 2903 634.40 755.40 640.17 0.22 0.09 640.39 640.26
Design 50 4193 777.00 901.50 641.32 0.46 0.40 641.78 641.72
Base 100 4782 804.50 929.40 641.54 0.60 0.55 642.14 642.09
Scour Design Check 200
Overtop Existing > 500 - Yr n/a n/a n/a n/a n/a n/a n/a n/a
Overtop Proposed > 500 - Yr n/a n/a n/a n/a n/a n/a n/a n/a
Max. Calc. 500 6230 915.90 1038.60 642.40 0.91 0.88 643.31 643.28

10-Year Velocity through Existing Bridge = 3.00 fps
10-Year Velocity through Proposed Bridge = 3.00 fps

DATUM:     
ALL-TIME  H.W.E.  &  DATE:

SCOPE OF WORK:
EXISTING STRUCTURE PROPOSED STRUCTURE

TYPE: 3-Span PCC Girder Bridge TYPE: Single Span
LENGTH: 155' LENGTH: 130'
# SPANS: 3 # SPANS: 1

LOW BEAM: 645.56 LOW BEAM: 645.20
SKEW: 0 (relative to road) SKEW: 0 (relative to road)

LOW EOP: 645.15 LOW EOP: 647.84

NOTES: Proposed structure are preliminary; subject to refinement in TSL stage.
Model From 2IM Group

BRIDGE (WC # 25)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)

From 2IM Group



Route: Tri-State Tollway (I-294) S.N. Exist: RCP 60" Computed by: EL            Date: 12/21/2017
Section: 4223 S.N. Prop: RCP 60"
County: Cook Waterway: Tributary Ditch to Salt Creek Checked by: JC            Date: 12/21/2017
Station: 1464+55

Drainage Area = 0.490  sq. mi Existing Overtopping Elevation: 644.40 ft. @ Sta. 1476+72
Proposed Overtopping Elevation: 644.42 ft. @ Sta. 1479+00

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 100.0 19.63 19.63 644.98 0.00 0.00 644.98 644.98
Design 50 139.0 19.63 19.63 644.98 0.33 0.33 645.31 645.31
Base 100 155.0 19.63 19.63 644.98 0.82 0.82 645.80 645.80
OVT ( E ) 10 100.0 19.63 19.63 644.98 0.00 - 644.98 -
OVT ( P ) > 500 - Yr - - - - - - - -
Max. Calc. 500 190.0 19.63 19.63 644.98 1.33 2.10 646.31 647.08

10-Year Velocity through Existing Culvert = 5.12 fps
10-Year Velocity through Proposed Culvert = 5.12 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

*Natural HWE = 643.26+0.006*287 = 644.98 (where 643.26=10YR WSE in Salt Creek
DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: N/A

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: 60" RCP Culvert Type: 60" RCP
Cell Dimensions (W x H): Cell Dimensions (W x H):

# of span \ cells: 1 # of span \ cells: 1
Length: 287 Length: 287

U/S Flowline: 635.77 U/S Flowline: 635.77
D/S Flowline: 634.06 D/S Flowline: 634.06

Skew: 30 degrees Skew: 30 degrees
Low EOP: 644.40 @ 1476+72 (NB Side) Low EOP: 647.71 @ 1458+86 (SB Side)

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: Dimensions:

Drop: Drop:
Weir Elevation: Weir Elevation:

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

MAJOR CULVERT (WC # 24)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.*

   Head   (ft)



Route: Tri-State Tollway (I-294) S.N. Exist: RCP 60" Computed by: EL            Date: 12/21/2017
Section: 4223 S.N. Prop: RCP 60" 
County: Cook Waterway: Tributary Ditch to Salt Creek Checked by: JC            Date: 12/21/2017
Station: 1464+55

Flood Freq.     Natural H.W.E. (ft)     Existing Headwater 
Elev. (ft)

    Proposed 
Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
U/S Face of Structure U/S Face of Structure Existing Proposed

10 644.98 644.98 644.98 0.00 0.00
Design 50 644.98 645.31 645.31 0.33 0.33
Base 100 644.98 645.80 645.80 0.82 0.82
Max. Calc. 500 644.98 646.31 647.08 1.33 2.10

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
644.40 647.71 10 644.98 644.98 -0.58 2.73

50 645.31 645.31 -0.91 2.40

Existing Proposed Existing Proposed 100 645.80 645.80 -1.40 1.91

1476+72 1458+86 500 646.31 647.08 -1.91 0.63

Flood Freq.

Year  Existing Proposed Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 644.98 644.98 635.77 635.77 9.21 9.21 19.63 19.63

Design 50 644.98 644.98 635.77 635.77 9.21 9.21 19.63 19.63
Base 100 644.98 644.98 635.77 635.77 9.21 9.21 19.63 19.63
Max. Calc. 500 644.98 644.98 635.77 635.77 9.21 9.21 19.63 19.63

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Circular Culvert (60") under I-294 (@Station 1464+55)

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50 year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50

‐

year natural high

‐

water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Created Head (ft) @ Approach 
Section

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method 
of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations



Route: Tri-State Tollway (I-294) S.N. Exist: CMP 54"/BCCMP 44" Liner Computed by: EL            Date: 7/15/2017
Section: 4223 S.N. Prop: RCP 54"
County: Cook Waterway: Box Culvert that drains to Outlet 28A-2 Checked by: JC            Date: 7/18/2017
Station: 1532+05

Drainage Area = 0.0773  sq. mi Existing Overtopping Elevation: 671.44 ft. @ Sta. 1526+00
49.46 ac Proposed Overtopping Elevation: 670.49 ft. @ Sta. 1526+00

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 17.9 2.17 2.45 662.85 0.81 0.68 663.66 663.53
Design 50 41.3 3.96 4.51 663.37 1.40 1.15 664.77 664.52
Base 100 56.4 4.94 5.68 663.64 1.80 1.44 665.44 665.08
OVT ( E ) > 500 - Yr - - - - - - - -
OVT ( P ) > 500 - Yr - - - - - - - -
Max. Calc. 500 65.5 5.53 6.38 663.80 2.06 1.59 665.86 665.39

10-Year Velocity through Existing Culvert = 6.03 fps
10-Year Velocity through Proposed Culvert = 5.92 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: N/A *Shorter length in proposed conditions as it will tie-in to proposed box culvert on NB side.

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: Culvert Type:
Cell Dimensions (W x H): Cell Dimensions (W x H):

# of span \ cells: # of span \ cells:
Length: Length:

U/S Flowline: U/S Flowline:
D/S Flowline: D/S Flowline:

Skew: Skew: 0
Low EOP: Low EOP:

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: Dimensions:

Drop: Drop:
Weir Elevation: Weir Elevation:

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

CMP 54"/ 44" BCCMP Liner

670.49 @ 1526+00 (NB Side)

1
250

661.90
660.06

0
671.44 @ 1526+00 (NB Side)

225*
1

54" RCP

661.90
660.24

MAJOR CULVERT (WC # 26)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.

   Head   (ft)



Route: Tri-State Tollway (I-294) S.N. Exist: CMP 54"/ BCCMP 44" Liner Computed by: EL            Date: 7/15/2017
Section: 4223 S.N. Prop: RCP 54"
County: Cook Waterway: Box Culvert that drains to Outlet 28A-2 Checked by:            Date:
Station: 1532+05

Flood Freq.     Natural H.W.E. (ft)     Existing Headwater 
Elev. (ft)

    Proposed 
Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
U/S Face of Structure U/S Face of Structure Existing Proposed

10 662.85 663.66 663.53 0.81 0.68
Design 50 663.37 664.77 664.52 1.40 1.15
Base 100 663.64 665.44 665.08 1.80 1.44
Max. Calc. 500 663.80 665.86 665.39 2.06 1.59

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
671.44 670.49 10 663.66 663.53 7.78 6.96

50 664.77 664.52 6.67 5.97

Existing Proposed Existing Proposed 100 665.44 665.08 6.00 5.41

1526+00 1526+00 500 665.86 665.39 5.58 5.10

Flood Freq.

Year  Existing Proposed Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 662.85 662.85 661.90 661.90 0.95 0.95 2.17 2.45

Design 50 663.37 663.37 661.90 661.90 1.47 1.47 3.96 4.51
Base 100 663.64 663.64 661.90 661.90 1.74 1.74 4.94 5.68
Max. Calc. 500 663.80 663.80 661.90 661.90 1.90 1.90 5.53 6.38

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Created Head (ft) @ Approach 
Section

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method 
of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Circular Culvert (44") under I-294 (@Station 1532+05)

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50 year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50

‐

year natural high

‐

water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)



Route: Tri-State Tollway (I-294) S.N. Exist: RCP 42" Computed by: EL            Date: 7/19/2017
Section: 4223 S.N. Prop: RCP 42"
County: Cook Waterway: Box Culvert that Drains to 28A-2 Checked by: JC            Date: 7/20/2017
Station: 1553+70

Drainage Area = 0.0307  sq. mi Existing Overtopping Elevation: 668.50 ft. @ Sta. 1557+00
19.64 ac Proposed Overtopping Elevation: 668.50 ft. @ Sta. 1557+00

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 1.11 0.20 0.20 660.69 3.52 0.12 664.21 660.81
Design 50 13.84 0.92 0.92 661.03 5.89 1.39 666.92 662.42
Base 100 23.26 3.59 3.59 661.90 5.39 1.13 667.29 663.03
OVT ( E ) > 500 - Yr - - - - - - - -
OVT ( P ) > 500 - Yr - - - - - - - -
Max. Calc. 500 32.11 9.62 9.62 664.46 3.16 0.14 667.62 664.60

10-Year Velocity through Existing Culvert = 0.12 fps
10-Year Velocity through Proposed Culvert = 1.70 fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: N/A

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: Culvert Type:
Cell Dimensions (W x H): Cell Dimensions (W x H):

# of span \ cells: # of span \ cells:
Length: Length:

U/S Flowline: U/S Flowline:
D/S Flowline: D/S Flowline:

Skew: Skew:
Low EOP: Low EOP:

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: Dimensions:

Drop: Drop:
Weir Elevation: Weir Elevation:

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

MAJOR CULVERT (WC # 27)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.*

   Head   (ft)

668.50 @ 1557+00 SB Side
0

660.07
660.50

214
1

42" RCP 42" RCP

1
217 (extend to prop box culvert)

660.50
660.06

0
668.50 @ 1557+00 SB Side

*For WC #27, natural headwater taken as WSE at node 159+02_42infromWestPond  from 
SWMM model projected up slope of WC # 27 pipe (proposed model from Cermak Interchange 
Flood Impact Reduction project - tailwater condition relieved with proposed model). The 
existing condition tailwater was taken from Node 7R in the existing conditions SWMM model.  
The 9’x4’ and 10’x4’ culverts from the Cermak Interchange Flood Impact Reduction project are 
shown on the Proposed Drainage Plan and are to be constructed with this project and lowers 
the created head at WC # 27. Existing pipes to remain are to be televised to determine 
condition during Phase 2.  



Route: Tri-State Tollway (I-294) S.N. Exist: RCP 42" Computed by: EL            Date: 7/19/2017
Section: 4223 S.N. Prop: RCP 42"
County: Cook Waterway: Box Culvert that Drains to 28A-2 Checked by: JC            Date: 7/20/2017
Station: 1553+70

Flood Freq.     Natural H.W.E. (ft)     Existing Headwater 
Elev. (ft)

    Proposed 
Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
U/S Face of Structure U/S Face of Structure Existing Proposed

10 660.69 664.21 660.81 3.52 0.12
Design 50 661.03 666.92 662.42 5.89 1.39
Base 100 661.90 667.29 663.03 5.39 1.13
Max. Calc. 500 664.46 667.62 664.60 3.16 0.14

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
668.50 668.5 10 664.21 660.81 4.29 7.69

50 666.92 662.42 1.58 6.08

Existing Proposed Existing Proposed 100 667.29 663.03 1.21 5.47

1557+00 1557+00 500 667.62 664.60 0.88 3.90

Flood Freq.

Year  Existing Proposed Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 660.69 660.69 660.50 660.50 0.19 0.19 0.20 0.20

Design 50 661.03 661.03 660.50 660.50 0.53 0.53 0.92 0.92
Base 100 661.90 661.90 660.50 660.50 1.40 1.40 3.59 3.59
Max. Calc. 500 664.46 664.46 660.50 660.50 3.96 3.96 9.62 9.62

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Created Head (ft) @ Approach 
Section

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method 
of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Circular Culvert (42") under I-294 (@Station 1553+70)

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50 year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50

‐

year natural high

‐

water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)



Route: Tri-State Tollway (I-294) S.N. Exist: 2-RCP 60" Computed by: EL            Date: 7/16/2017
Section: 4223 S.N. Prop:
County: Cook Waterway: NB I-294 Ditch Checked by: JC            Date: 7/18/2017
Station: 1563+63

Drainage Area = 0.1224  sq. mi Existing Overtopping Elevation: 671.35 ft. @ Sta. 1562+84
78.36 ac Proposed Overtopping Elevation: ft. @ Sta.

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing   Proposed

Ten-Year 10 83.3 23.47 - 666.39 0.03 - 666.42 -
Design 50 134.4 35.89 - 667.31 0.52 - 667.83 -
Base 100 174.9 39.27 - 667.90 1.27 - 669.17 -
OVT ( E ) < 500 - Yr - - - - - - - -
OVT ( P ) > 500 - Yr - - - - - - - -
Max. Calc. 500 218.4 39.27 - 668.37 2.22 - 670.59 -

10-Year Velocity through Existing Culvert = 3.51 fps
10-Year Velocity through Proposed Culvert = fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: N/A

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: Culvert Type:
Cell Dimensions (W x H): Cell Dimensions (W x H):

# of span \ cells: # of span \ cells:
Length: Length:

U/S Flowline: U/S Flowline:
D/S Flowline: D/S Flowline:

Skew: Skew:
Low EOP: Low EOP:

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: Dimensions:

Drop: Drop:
Weir Elevation: Weir Elevation:

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

*For WC #28 and #29, natural headwater taken as WSE at node J11 from SWMM model 
projected up slope of WC # 29 pipe. WC#28 natural headwater calculated by continuing 
natural headwater from WC#29 up slope of WC#28 pipe. The existing condition assumes 
that the 9' x 4' box culvert from the Cermak Interchange Flood Impact Reduction project 
downstream is in place.  The 9’x4’ and 10’x4’ culverts from the Cermak Interchange Flood 
Impact Reduction project are shown on the Proposed Drainage Plan and are to be 
constructed with this project. Existing pipes to remain are to be televised to determine 
condition during Phase 2.  

MAJOR CULVERT (WC # 28)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.*

   Head   (ft)

663.54, 663.53
268
2

2-60" RCP

671.35 @ 1562+84
0

663.05, 662.88



Route: Tri-State Tollway (I-294) S.N. Exist: RCP 2-60" Computed by: EL            Date: 7/17/2017
Section: 4223 S.N. Prop: RCP 2-60"
County: Cook Waterway: NB I-294 Ditch Checked by: JC            Date: 7/18/2017
Station: 1563+63

Flood Freq.     Natural H.W.E. (ft)     Existing Headwater 
Elev. (ft)

    Proposed 
Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
U/S Face of Structure U/S Face of Structure Existing Proposed

10 666.39 666.42 0.03
Design 50 667.31 667.83 0.52
Base 100 667.90 669.17 1.27
Max. Calc. 500 668.37 670.59 2.22

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
671.35 10 666.42 4.93

50 667.83 3.52

Existing Proposed Existing Proposed 100 669.17 2.18

1562+84 500 670.59 0.76

Flood Freq.

Year  Existing Proposed Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 666.39 663.53 2.86 23.47

Design 50 667.31 663.53 3.78 35.89
Base 100 667.90 663.53 4.37 39.27
Max. Calc. 500 668.37 663.53 4.84 39.27

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Circular Culvert (2 - 60") under I-294 (@Station 1563+63)

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50 year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50

‐

year natural high

‐

water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Created Head (ft) @ Approach 
Section

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method 
of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations



Route: Tri-State Tollway (I-294) S.N. Exist: 60" Lined 24", 60" Lined 38", & 48" RCP Computed by: EL            Date: 7/17/2017
Section: 4223 S.N. Prop:
County: Cook Waterway: NB-I294 Ditch Checked by: JC            Date: 7/18/2017
Station: 1562+30

Drainage Area = 0.1668  sq. mi Existing Overtopping Elevation: 671.60 ft. @ Sta. 1559+29
106.75 ac Proposed Overtopping Elevation: ft. @ Sta.

    Flood    Frequency    Headwater  Elev.   (ft)
        Year Existing Proposed    Existing   Proposed    Existing Proposed

Ten-Year 10 116.6 22.86 - 666.05 0.21 - 666.26 -
Design 50 175.2 23.58 - 666.97 0.58 - 667.55 -
Base 100 212.0 23.58 - 667.56 1.12 - 668.68 -
OVT ( E ) < 500 - Yr - - - - - - - -
OVT ( P ) > 500 - Yr - - - - - - - -
Max. Calc. 500 250.2 23.58 - 667.46 2.41 - 669.87 -

10-Year Velocity through Existing Culvert = 5.24 fps
10-Year Velocity through Proposed Culvert = fps

OVT = Overtopping Event
( E ) Existing    ( P ) Proposed

DATUM:     NAVD 88
ALL-TIME  H.W.E.  &  DATE: N/A

SCOPE OF WORK:
EXISTING CULVERT PROPOSED CULVERT

Bridge or Culvert Type: 60" lined to 24", 60" lined to 38", 48" Culvert Type:
Cell Dimensions (W x H): Cell Dimensions (W x H):

# of span \ cells: # of span \ cells:
Length: Length:

U/S Flowline: U/S Flowline:
D/S Flowline: D/S Flowline:

Skew: Skew:
Low EOP: 671.60 @ 1559+29 ON RAMP B Low EOP:

EXISTING DROPBOX PROPOSED DROPBOX
Dimensions: Dimensions:

Drop: Drop:
Weir Elevation: Weir Elevation:

NOTES: Proposed Structure (Alt 8) Details are preliminary. Subject to Refinement in TSL stage.

3
195

663.15, 663.17, 662.67
662.15, 661.84, 662.11

0

*For WC #28 and #29, natural headwater taken as WSE at node J11 from SWMM model
projected up slope of WC # 29 pipe. WC#28 natural headwater calculated by continuing 
natural headwater from WC#29 up slope of WC#28 pipe. The existing condition assumes 
that the 9' x 4' box culvert from the Cermak Interchange Flood Impact Reduction project 
downstream is in place.  The 9’x4’ and 10’x4’ culverts from the Cermak Interchange Flood 
Impact Reduction project are shown on the Proposed Drainage Plan and are to be 
constructed with this project. Existing pipes to remain are to be televised to determine 
condition during Phase 2.

MAJOR CULVERT (WC # 29)
WATERWAY INFORMATION TABLE

Discharge
(cfs)

Waterway Opening (sq. ft) Natural
H.W.E.*

   Head   (ft)



Route: Tri-State Tollway (I-294) S.N. Exist: CMP 60" with 24" Liner/CMP 60" with 38" Liner/RCP 48" Computed by: EL            Date: 7/17/2017
Section: 4223 S.N. Prop: RCP 2-54"/RCP 48"
County: Cook Waterway: NB I-294 Ditch Checked by: JC            Date: 7/18/2017
Station: 1562+30

Flood Freq.     Natural H.W.E. (ft)     Existing Headwater 
Elev. (ft)

    Proposed 
Headwater Elev. (ft)

Year

U/S Face of 
structure/Approach 

section
U/S Face of Structure U/S Face of Structure Existing Proposed

10 666.05 666.26 - 0.21 -
Design 50 666.97 667.55 - 0.58 -
Base 100 667.56 668.68 - 1.12 -
Max. Calc. 500 667.46 669.87 - 2.41 -

Freq.
Existing Proposed Existing Proposed Year Existing Proposed Existing Proposed Existing Proposed
671.60 10 666.26 - 5.34 -

50 667.55 - 4.05 -

Existing Proposed Existing Proposed 100 668.68 - 2.92 -

1559+29 (on Ramp B) 500 669.87 - 1.73 -

Flood Freq.

Year  Existing Proposed Existing Proposed Existing Proposed Existing Proposed Existing Proposed
10 666.05 662.67 3.38 22.86

Design 50 666.97 662.67 4.30 23.58
Base 100 667.56 662.67 4.89 23.58
Max. Calc. 500 667.46 662.67 4.79 23.58

WATERWAY INFORMATION TABLE BACK-UP CACULATIONS

Created Head Calculations

    Created Head (ft) @ Approach 
Section

(1) The natural highwater elevation is the water surface elevation at the upstream side of the crossing as modeled in the stream natural condition, without the structure.

(2) The created head is calculated at the cross section upstream of the bridge/culvert which has the greatest difference between the natural and proposed conditions.  This difference in elevation is then added to the Natural H.W.E. at the U/S face of the structure.  This method 
of calcuating created head is only required for bridges and some major culvert crossings.  Also, the preferred created head should never be negative. Headwater elevations = The natural highwater elevation + the created head

Freeboard and Clearance Calculations

(6) The waterway opening area is computed using the NHWE at the U/S face of the culvert, and not the headwater elevation. The maximum opening area should be less or equal to the cross sectional area of the box culvert or 
circular/elliptical pipe. If the culvert is embedded to meet permit requirements, the embedded depth should not be included in the opening area calculations.

Circular Culvert (24"/38"/48") under I-294 (@Station 1562+30)

Low Road Station: Low Beam Station:

(3) Low road elevation is calculated at the edge of pavement, and on the low side of the roadway.  
(4) Freeboard is calculated from the 50 year design headwater elevation to the proposed low road elevation in the floodplain.
(5) Vertical clearance is calculated from the 50

‐

year natural high

‐

water elevation to the proposed low chord (beam) bridge elevation (2 ft minimum requirement)

Waterway Opening Area Calculations

    Natural H.W.E. (ft) - U/S Face of Structure U/S Invert Elevation (ft) Depth of Water Box Culvert Size (ft x ft) Opening Area (ft2)

Low EOP Elevation (ft) Low Beam Elevation (ft)     Headwater Elev. (ft) Freeboard (ft) Clearance (ft)
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5.6  PROPOSED DRAINAGE PLAN

(NOTE: FOR HARD COPIES OF REPORT-

Proposed Drainage Plan isincluded under the 
separate cover as 11x17 plan set,

Labeled Volume 7A, Appendix A)













































































































5.7  DRAINAGE PROFILE

(NOTE: FOR HARD COPIES OF REPORT-

Drainage Profiles are included under separate cover 
as 11x17 plan set,

Labeled Volume 7A, Appendix A)
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5.11  CONCEPTUAL DETENTION BASIN LAYOUTS

(NOTE: FOR HARD COPIES OF REPORT- Conceptual 
Detention Basin Layouts are included under 

separate cover as 11x17 plan set,

Labeled Volume 7A, Appendix A)
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